Rudder Theatre Complex
Technical Information Sheet
Forum

Location:
Rudder Theatre Complex
Texas A&M University
1232 TAMU
College Station, TX 77843-1232
Telephone - (979) 845-8903
Fax - (979) 845-7312

Theatre Manager:
Jason Muchow
Telephone- (979) 845-8903
Email- j-muchow@tamu.edu

Senior Stage Manager
Jarrett Hervey
Telephone- (979) 845-8903
Email- jhervey@tamu.edu

Seating Capacity:
250

Stage Style: Thrust

Dimensions:
Depth (see plan):
Front edge to back wall –23’
Front edge to proscenium line – 19.5’
Width (see plan):
32.5’
Grid Height:
17’
Type of Floor:
Black Masonite

Small wing space is available offstage on either side.
There is no backstage crossover path.

Stage Rigging:
Type system:
Dead Hung grid
Lines spacing:
Pipes cross at approximately 6’ intervals
Hanging projection screen 2’ from back wall

Curtains:
None
Dressing Rooms:

All dressing rooms are shared with Theatre venue and availability is dependent on the needs of concurrent shows.
Dressing rooms are located below stage level; accessible across the hall from offstage right.
6- Dressing Rooms- 2 Individual, 2 Star, 2 Chorus
Each Chorus Dressing Room can hold 30
All Dressing Rooms have toilet, sink, and shower facilities
Dressing Rooms meet Safe and Sanitary Code of Actor's Equity Association
Clothes racks are available

LIGHTING:

Dimmers:

ETC 96 Sensor Racks; 2.4 kW dimmers. All connections are 20A 2P&G (stagepin).

Control Board:

ETC Expression 3

Lighting Circuits:

64 Circuits distributed across four raceways above grid
6 Circuits backstage on proscenium wall: 3- SR, 3- SL

Equipment Inventory:

We have lighting instruments from L&E, Altman, and ETC available for use.
We also have an inventory of stagepin cable, adapters, twofer, drop-in irises, donuts sidearms, booms, and floor mounts.

Sound System:

The Forum sound system is stereo system with a Soundcraft Impact digital console.
House intercom or Clear-Com are available at all control stations and backstage in wings.

Projection:

Projection screen is 9’ x 12’
Projector has intensity of 8k lumens, and is located 29’ from screen.